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ALCAD Serie Modulare Himalaya

ALCAD

TM-102 (Z19120254) - Transmodulator DTT FTA 
TM-112 (Z19120253) - Transmodulator DTT with 1x CI
TM- 202 (Z19120259) - Transmodulator DTT FTA con 2 uscite 
TMS-204 (Z19120260) - Transmodulator Sat FTA
TMS-214 (Z19120261) - Transmodulator Sat with 1x CI
FA-512 (Z19120255) - Power supply for TMx-XXX transmodulators
SP-743 (Z19120237) - Frame D47 19” rack for PSU and 7 modules
SP-244 (Z19120233) - Frame D47 for PSU and 9 modules

Transmodulator Series TM-102 / TM-112
Himalaya transmodulator of DVB-S/S2 satellite digital television services or DVB-T/T2 terrestrial digital television to DVB-T or DVB-C. 
Each module selects services from two DVB-S/S2 satellite transponders or DVB-T/T2 terrestrial channels and includes them in a DVB-T 
or DVB-C channel.
Transmodulator Series TM-202 / TMS-204 / TMS-214
Himalaya transmodulator of DVB-S/S2 satellite digital television services to DVB-T or DVB-C. Each module selects services from four 
DVB-S/S2 satellite transponders and includes them in two DVB-T or DVB-C channels. The demodulators are Multistream compatible.

Transmodulators can be configured using a web browser in a computer connected via ethernet cable.
Modules TM-112 e TMS-214 are able to decode SD/HD channels of the tivùsat platform through the use of the CAM PROs.

SPECIFICS TM-2X2 TMS-2X4

Inputs DVB-S/S2 - DVB-T/T2 DBV-S/S2

RF in 1 with duplexing or 2 independent

Demodulators 2 4

Input frequency DVB-T/T2 47÷862 Mhz - DVB-S/S2 950÷2150 MHz DVB-S/S2 950÷2150 MHz

Input level 40 ÷ 95 dBuV 45 ÷ 95 dBuV

Symbol rate DVB-S/S2: 1 ÷ 45 Mb

DVB-T bandwidth DVB-T: Auto, 8, 7, 6 / DVB-T2: Auto, 8, 7, 6, 5, 1.7

LNB power supply DiSEqC 2.0 13-18 Vdc - 350 mA

Common Interface (CI) 1 (TM-112 model) 1 (TMS-214 model)

RF outputs DVB-T - DVB-C

Channels number 1 / 2 (TM-202 model) DVB-T DVB-C (47-862 Mhz) 2x DVB-T DVB-C (47-862 Mhz)

Output level 80 dBuV

Output level adjustement 20 dB

MER 39 dB

DVB-C symbol rate 8 Mbps (max)

DVB-T modes 2K / 8K

DVB-T bandwith 6 / 7 / 8 Mhz

Modulation DVB-T: QSPK, 16QAM, 64QAM / DVB-C: 16QAM / 32QAM / 64QAM / 128QAM / 256QAM

Altre specifiche

Alimentazione  / Assorbimento 12 Vdc / 730mA max 12 Vdc - 1030 mA max

Temperatura funzionamento -10° ÷ +50° C

Dimensioni 256 x 138 x 29 mm

SMARCAM53 + TIVUSCPRO

TM-202 TMS-214


